
SECTION 01500PRIVATE 


CONSTRUCTION FACILITIES AND TEMPORARY CONTROLS

1.  FACILITIES AND UTILITIES SHOP/STORAGE SPACE:


[1.1  No building will be available for the contractor's use.] 


 [1.1  Building No. ____ will be made available.  Should the Government require the use of an assigned building, then another similar building will be offered.  Relocation costs will be the responsibility of the contractor.  Costs of the following shall be included in the appropriate bid items.


1.1.1  Upon written request from the contractor and written approval by Public Works, Engineering and Construction Management Branch,(E&CMB), the contractor may install a fence at his own expense around the building assigned to him.  Any improvements or additions to facilities shall be restored to original condition unless otherwise provided for by mutual agreement between the Contracting Officer and the contractor prior to final payment.


1.1.2  Fuel and service for heating system.


1.1.3  Any work necessary to keep the facility secure and usable, clean, neat and safe.


1.1.4  Electricity, water, sewer, garbage pick-up and other utilities used.


1.2 Upon application and approval by the Contracting Officer, or COR, an area approximately 15,000 square feet will be made available for storage.  This area will be unimproved.  Any requests for improvements, additions or extensions of utility lines into this area shall be submitted to PW, E&CMB for approval prior to accomplishment and shall be paid for by the contractor.  The area shall be restored to original condition prior to contract completion, unless otherwise approved by the Contracting Officer.  The general site location will be identified as required at the pre-bid meeting or pre-construction conference. 


1.2.1 The areas assigned shall be returned at the termination of this contract in the same condition as existed at the time of entering into the contract, fair wear and tear excepted, prior to final payment.


[Coordinate prior to award.  Area may not be available.]


1.3  The contractor may provide a temporary portable office, unless otherwise specified.  The office must be aesthetically acceptable (e.g., no patches, broken windows, dirt or rust) and new in appearance.  All site work and setup are the contractor's responsibility.  The office shall be a manufacturer's standard item.


1.4  The contractor shall provide, as necessary, all electrical hookups to include temporary transformers, additional poles, wire, weatherheads, panels and any other item needed for power.  Final electrical hookup shall be done after approval of PW E&CMB, which requires a written two day calendar notification of hookup for coordination with PW exterior electrical shop.  Electrical work shall conform to the latest edition of the National Electrical Code (NEC).


1.5  Security fencing consisting of a six foot high chain-link fence with a top outrigger of three strand barbed wire shall be provided by the contractor.  Fencing shall be new in appearance.


1.6  The contractor shall provide a white painted metal job sign to be installed on the office or security fence.  The sign shall be produced commercially.  It shall include contractor's name and the project name in four inch high black lettering.


1.7 Condition of the Contractor's Facilities and/or storage Site:


1.7.1  The contractor's facilities and storage site shall be kept neat, clean and orderly at all times.  There shall be no trash, debris or other objectionable material within the contractor's area except in dumpsters or other manufactured receptacles used for disposal purposes.  Materials shall be sorted, stacked in  neat piles and separated.  Equipment and vehicles shall be located in one area of the site.  Dumpsters and other receptacles shall not be filled to overflowing and shall be located in the most inconspicuous area of the site visible from main roads.


1.7.2  All facilities, equipment and vehicles shall be in proper repair and usable.  Any rusted, broken, torn, bent or otherwise objectionable facilities, equipment, material, dumpsters or vehicles shall be immediately removed from the contractor's site. Only normal operator maintenance will be allowed on contractor's vehicles on site. 


2.  SANITARY PROVISIONS:  Contractor shall provide sanitary accommodations for the use of employees as may be necessary and shall comply with the requirements and regulations of the State Health Department, County Sanitarian, or other authorities having jurisdiction.


3.  TEMPORARY ELECTRIC WIRING:


3.1  Temporary Power and Lighting:  The contractor shall provide construction power facilities in accordance with the safety requirements of the National Electric Code, (NFPA No. 70) and Safety and Health Requirements Manual (EM 385-1-1).  The contractor, or its delegated subcontractor, shall enforce the safety requirements of electrical extensions for the work of subcontractors. Work shall be accomplished by skilled electrical tradesmen.


3.2  Construction Equipment:  In addition to the requirements of EM 385-1-1, Safety and Health Requirements Manual, temporary wiring conductors installed for operation of construction tools and equipment shall be either Type TW or THW contained in metal raceways or shall be hard usage or extra hard usage multiconductor cord. Temporary wiring shall be secured above the ground or floor, and shall not present an obstacle to persons or equipment. Open wiring may only be used outside of buildings and then only in accordance with the provisions of the National Electric Code.


3.3  Circuit Protection:  All 15- and 20-ampere outlets which are not a part of the permanent wiring of the building or structure shall have ground fault circuit interrupters (GFI) for personnel protection.  GFI shall be provided for extension cords and for all permanent receptacles that are not properly grounded.  A testing means shall be provided which will impose a measured fault of 5 milliamperes and result in tripping the GFI unit.


4.  FIRE PROTECTION:  Contractor shall meet the requirements outlined in Section H, Special Contract Requirements.  The Fire Department shall be notified 14 days prior to executing any work that may affect the fire protection system.


4.1  During the construction period, the contractor shall provide fire extinguishers in accordance with the safety requirements of the Safety and Health Requirements Manual, EM 385-1-1.  The contractor shall remove the fire extinguishers at the completion of construction.


4.2  Permits shall be obtained from the Fire Department, Building 2014, phone number 967-4479, for all welding operations.


[User Note:  Add any other special fire protection requirements.]


5.  CLEANUP AND RESTORATION:  


5.1  General:  The contractor shall be responsible for all cleanup and restoration of any place affected by his operation.  The contractor shall work continuously and diligently on one particular area or place until all the work is completed.  No phasing of work will be permitted, unless requested in writing by the Contractor and approved in writing by the Contracting Officer or as specified in the contract.  The contractor shall cleanup and restore areas immediately after work is completed.  Areas where work is not completed shall be cleaned up and made safe and secure at the end of the workday.  Cleanup, restoration, safety and security shall conform to all Federal, State, and local codes and U.S. Army Corps of Engineers "Safety and Health Requirements Manual (EM 385-1-1)".  If any conflicts arise between referenced material, the most stringent requirements shall govern.  Determination of clean, restored, safe and secure areas shall be at the sole discretion of the Contracting Officer.


5.2  Protection of Existing Areas:


5.2.1  Family Housing and other than Family Housing Occupied Areas:  Family housing areas are designated areas at Fort Lewis and other installations in which soldiers and their families live.  Occupied areas are any buildings such as barracks; youth and child centers; administration, storage or office buildings; and surrounding areas, such as lawns, gardens, playgrounds, sidewalks, paved areas and paths.


5.2.1.1  In family housing areas and other areas where children and teenagers may be located (other than troop barracks and storage and office buildings) the following requirements apply in addition to the requirements of paragraph 5.1.


5.2.1.2  Any excavation or trench greater than 24 inches in depth which will be left open without workmen at the site shall have a four foot high fence around the trench or excavation.  The fence shall be wire, chain link, plastic or wood with no sharp protrusion which may cause injury.  The fence shall be new in appearance with no rust and no broken or bent components.  The fence shall be located at a safe distance from the trench or excavation and shall be able to withstand a 100 pound force applied horizontally midway between supports with no failure.  The contractor may request, in writing to the Contracting Officer's Representative (COR), an exception to the fence requirement for holes such as post holes and other limited excavation.  The contractor must state in the request for approval the reason and circumstances for the request.  The COR may or may not grant the approval at the Government's sole discretion.  If no answer is received by the contractor within three working days, the request shall be considered disapproved.


5.2.1.3  Any material (including excavated material) stored within the family housing or occupied areas over four feet in height or any material deemed hazardous (such as sharp rocks and boards with nails for example), at the sole discretion of the Government, will require a four foot high fence surrounding the material.  The fence shall conform to paragraph 5.2.1.2.


5.2.1.4  Staging areas for vehicles or equipment shall have the same fencing requirement as above.


5.2.1.5  Excavations shall be filled and the area restored immediately after work is completed in that area.


5.2.1.6  Only the minimum and essential vehicles to do the work shall be used in a particular area.  If equipment or vehicles are not being used, they shall be removed from the site.


5.2.1.7  Entrances, walkways and accessways shall remain usable and safe during the work unless otherwise specified or approved.  The contractor shall coordinate and communicate the status of work to all personnel (occupants or other user) being affected by the work operations.


5.2.1.8  Vehicles or equipment shall not be allowed on lawn or landscaped areas unless proper protection is provided. Only contractor service vehicles are allowed in housing areas. Plywood of proper thickness and structure may be used to distribute equipment and vehicle loads.  Damage caused by contractor to lawns and landscaped areas shall be immediately repaired.  The contractor shall use topsoil, seed, sod, flowers, plants and trees as necessary to restore lawns and landscaped areas.  Sod shall be used for established lawn areas.  Seeding, sodding and planting may be delayed because of inclement weather.  Delay requests for restoration shall be submitted in writing to the Contracting Officer for approval.  Costs of restoring damaged lawns and landscape area shall be included in the appropriate bid items.  Final payment will be withheld until all deficiencies are corrected.


5.2.1.9  All required signs such as warning and directional signs shall be a standard manufactured item.  Any special signage shall be shop fabricated of new exterior wood or metal properly painted and lettered.  No field fabricated signs will be permitted unless specifically directed by the Government for emergency or hazardous situations.


5.2.2  Unoccupied areas are any place other than family housing and occupied areas.


5.2.2.1  All requirements for unoccupied areas shall be the same as the family housing and occupied areas in paragraph 5.2.1.2, except fencing around excavation and storage.  Fencing as specified in paragraph 5.2.1.2 is required when excavations and trenches are over four feet deep.  Trenches and excavations between one foot and four feet deep shall be covered by adequate plywood or steel plate to support people and vehicle loads as applicable.  In addition, trenches and excavations less than four 

feet deep shall have warning tape and barricades on each side of the trench or around the excavation with reflectors and/or flashing lights if the trench is covered at night.


6.  ELEVATED WORK AREAS:  Workers in elevated work areas shall comply with applicable OSHA regulations and EM 385-1-1.


7.  PROTECTION OF GOVERNMENT PROPERTY: In addition to requirements of the CONTRACT CLAUSES, contractor shall protect all Government property within the buildings in which he is working, except for property required to be demolished. Property which is to be demolished shall be protected until its scheduled demolition time. Protection shall include, but not be limited to, protection from construction generated dust, debris, water, and vibration.


END OF SECTION
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