PLEASE NOTE THAT NO HISTORIC PHOTOS

OF THIS BUILDING EXIST

BUILDING 1020

Building 1020, Bromson Hall B.0.Q. (formerly Building 56) is an understated and
elegant example of Georgian Revival architecturs'in keeping with the original
comprehensive planming goals of a consistent architectural style placed in parklike
settings. This structure retains it’s original tile shingle roof and features cut stone
keystones at primary facade windows, cut stone sills and 2 continuous cut stone
watertable main floor course; all in excellent condition. The projecting gabled
entry in addition, features main, level round headed, arched windows with both
ornamented key and spring stones framing buttered unit brick masonry voussoirs;
other main level windows are flat jack arches framed by buttered unit brick masonry
bracketing a simple keystone. The primary entry in this Palladian structure is
emphasized by engaged tuscan doric columns supporting a simple pediment.
Exterior corners feature engaged and paired, cut stone capped, brick masonry
pilasters. The building was constructed in ten months by Hoard Engineering
Company and finished on December 3, 1934 for a contract amount of $96,919.85.
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BUILDING 1020

CONDITION SURVEY

1 Masonry soiled and remnants of old ivy vines are attached to walls - clean off.

2. Many loose, broken, and missing shingles om roof. Copper ridge cap is pulling up. Resecure
or replace.

3. Screen doors are visually obtrusive and a nuisance. If not necessary remove them.

4. Windows need reconditioning.
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BUILDING 1020

MAINTENANCE AND REPAIR NOTES

1. CLEAN MASONRY
a. Remove old ivy vines with stiff natoral bristle brush.

2. ROOFING
a Resecure loose shingles.
b. Replace missing and broken shingles.
c Straighter and resecure copper ridge cap.

3. SCREEN DOORS

a. Remove screen door and associated hardware.
b. Patch resuiting holes in frame and/or trim.

4. WINDOWS _
a. Recondition windows according to procedures outlined in article on “Wood Windows”.
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